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2.4 Dimension diagrams for chassis

Chassis with cab (short wheelbase)
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Chassis with cab (long wheelbase)
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2.5 Cross-sections of vehicle chassis frame

Cross-section A-A

Cross-seclicn B-B
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2.6 Maximum dimensions

The dimensions of the vehicle chassis can be gleaned from the diagrams. To aid your conversion plans, the chassis

dimensions are given in a scale of 1:20 and 1:10.
If uprated springs, comfort springs or tyre sizes that deviate from the standard specifications are fitted, the vehicle and

frame heights can change considerably from the base level. If this equipment is to be used, we ask you to please take this
fact into consideration.

Important note

¢ The minimum distance between cab and body should be 30 mm.
¢ The rear overhang of the custom body should not exceed 43% of the wheelbase.
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Due to this restriction in length, the following custom body outer lengths should not be exceeded:

Wheelbase Standard body length, inner Wheelbase Standard body length, inner

Chassis with cab 3.000 mm 2.539 mm 2.692 mm
Chassis with cab 3.400 mm 2.939 mm 3.264 mm
Chassis with double cab 3.400 mm 2.169 mm 2.212 mm

The outer width of the cab is 1,902 mm. If standard type exterior mirrors are used, the body width should not exceed 2,200
mm.
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2.7 Standard fixture points for custom bodies

The frame is a hollow profile construction made from pressed panel parts. In order to ensure correct provision is made to
secure the custom bodies in place, the following precautionary measures have been taken with regards to the
construction.

Consoles have been welded to the longitudinal members, which serve as a means

of securing the custom bodies. Each console features a drilling of D=11.5 mm.

The attachment of body to vehicle frame should always be carried out using all consoles. The bolted connection to the
consoles should always be a flush bonded one.

The gap between the consoles above the vehicle frame should be padded out.
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